Montana Aviation System Plan - 2006 Update Inspection Photos

HARLOWTON 8/28/06

R-11, patched rodent damage A-11, overview

T-1 1, overview R-11, rodent damge
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PAVEMENT STRENGTH SURVEY/PAVEMENT CONDITION SURVEY

o suB | ¢ s s s c PAVEMENT STRENGTH
PAVE. L UBBASE BASE URFACE
IDENT. | CLASS 2RA;DSE COURSE COURSE COURSE OVERLAY MAX. GROSS LOAD (LBS) REMARKS
LA SINGLE | DUAL [DUAL TAN.
RUNWAYS
R—-11 9" COMP. T-99/10" P-208, P-207 2" P—401 P—-609 12,500 <33
TAXIWAYS
T—11 4" P—154[5" P-208, 2" P-207| 2" P—401 P—609 12,500 <3<
APRONS
A=11 4" P—154[5" P-208, 2" P-207| 2" P—401 P—609 12,500 <3<
REMARKS:

[> AIP—01, 1997, REHABILITATE AND WIDEN RUNWAY, REHABILITATE APRON AND TAXIWAY.
[2> AIP—02, 2002, CRACK SEAL, FOG SEAL, AND REMARK ALL PAVEMENTS.

B> AIP—003, 2006, CRACK SEAL, FOG SEAL, AND REMARK ALL PAVEMENTS
(INSPECTED PRIOR TO COMPLETION).
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